OWNER
SANTA CLARA UNIVERSITY

500 EL CAMINO REAL, BUILDING 604
SANTA CLARA, CA 95053

PHONE: (408) 554-1606
FAX: (408) 554-4734
CONTACT: CHRIS SHAY

EMAIL: cshay@scu.edu

ARCHITECT OF RECORD
DEVCON CONSTRUCTION, INC.

690 GIBRALTAR DRIVE
MILPITAS, CA 95035

PHONE: (408) 519-8379
FAX: (408) 946-7713
CONTACT: BRENT DOWNING

EMAIL: bdowning@devcon-const.com

CIVIL
HMH

1570 OAKLAND ROAD
SAN JOSE, CA 95131

PHONE: (408) 487-2200
FAX: (408) 487-2222
CONTACT:

EMAIL:

LANDSCAPE
THE GUZZARDO PARTNERSHIP INC.

181 GREENWICH STREET
SAN FRANCISCO, CA 94111
PHONE: (415) 433-4672

CONTACT: PAUL LETTIERI
EMAIL: plettieri@tgp-inc.com

GENERAL NOTES

1 ALL PRODUCTS AND MATERIALS SHALL BE INSTALLED IN ACCORDANCE WITH INDUSTRY STANDARDS AND
MANUFACTURER'S RECOMMENDATIONS.

2 DO NOT SCALE DRAWINGS. WRITTEN DIMENSIONS AND ELEVATIONS SHALL ALWAYS TAKE PRECEDENCE OVER SCALE
DIMENSIONS INFORM THE ARCHITECT OF ANY DISCREPANCIES.

3 DIMENSIONS SHOWN ON ARCH. PLANS ARE TO FACE OF WOOD STUD/CENTERLINE OF METAL STUD, UNLESS OTHERWISE
NOTED OR INDICATED.

4 DIMENSIONS MARKED +/- ARE FLEXIBLE AND CAN CHANGE AS REQ'D. TO FIT. DIMENSIONS NOT SO MARKED SHALL TAKE
PRECEDENCE OVER +/- DIMENSIONS.

5 REPORT ANY DISCREPANCIES IN DIMENSIONS TO ARCHITECT FOR CLARIFICATION.

6 VERIFY ALL EXISTING SITE CONDITIONS, SITE DIMENSIONS, AND GRADES PRIOR TO START OF WORK. IF ANY DISCREPANCIES
OCCUR BETWEEN THE DRAWINGS AND ACTUAL FIELD CONDITIONS, NOTIFY THE ARCHITECT AT ONCE.

7 SITE ACCESSIBILITY IS SUBSTANTIALLY IN COMPLIANCE WITH CALIF. TITLE 24 REQUIREMENTS, TO BE VERIFIED IN FIELD. IF
NEEDED APPLICABLE PLANS, DETAILS & SPECIFICATIONS MUST BE APPROVED
PRIOR TO FINAL INSPECTION

8 CONFORM TO THE RECOMMENDATIONS OF THE SOILS REPORT PREPARED BY:

9 CONNECTIONS TO EXISTING PUBLIC UTILITIES SHALL BE DONE WITH APPROVAL AND IN ACCORDANCE WITH THE UTILITY
CO. REQUIREMENTS.

10 CONTRACTORS SHALL PROTECT ALL EXISTING SITE IMPROVEMENTS NOT SCHEDULED FOR REMOVAL DURING
CONSTRUCTION. THEY SHALL REPAIR ANY DAMAGE TO NEW CONSTRUCTION AT THEIR EXPENSE.

11 DO NOT CONNECT OR SUSPEND ANY ITEM FROM STRUCTURE WITHOUT PRIOR APPROVAL FROM THE STRUCTURAL
ENGINEER PARTITION CONNECTION & ANCHORING TO FIRE SAFING IS NOT ALLOWED.

12 WORK MAY BE OBSERVED BY THE ARCHITECT AND THE OWNER'S REPRESENTATIVES FOR CONFORMITY WITH THE
CONSTRUCTION DOCUMENTS AND SCOPE OF WORK. WORK COVERED OR CONCEALED BEFORE BEING OBSERVED SHALL BE
OPENED AND UNCOVERED UPON REQUEST. THE CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE ARCHITECT AND THE
OWNER OF ALL REQUIRED OBSERVATIONS IN ADVANCE. NO ALLOWANCE SHALL SUBSEQUENTLY BE MADE IN THE
CONTRACTOR'S BEHALF FOR ANY NEGLECT IN ADHERING TO THIS REQUIREMENT.

13 FOR METAL STUD INTERIOR PARTITION WALL SIZE, GAUGE AND SPACING, SEE WALL DETAILS AND SCHEDULE.
14 GYPSUM BOARD FOR NON-FIRE RESISTIVE WALLS TO BE 5/8" THICK U.N.O.
15 GYPSUM BOARD FOR FIRE RESISTIVE WALLS TO BE TYPE 'X' 5/8" THICK U.N.O.

16 ALL FIRE RESISTIVE PARTITIONS SHALL BE CONSTRUCTED IN COMPLIANCE WITH ULTESTING REQUIREMENTS AND
MANUFACTURER'S RECOMENDATIONS FOR CONDITIONS AS REQUIRED.

17 USE 5/8" THICK MOISTURE RESISTANT GYPSUM BOARD AT ALL WALLS IN TOILET ROOMS AND SHOWER AREAS AND AT ALL
WALLS SCHEDULED TO RECEIVE CERAMIC TILES.

18 ALL DUCT AND CONDUIT PENETRATIONS THROUGH PARTITIONS SHALL BE FIRE SEALED OR ACOUSTICAL SEALED.
19 ALL SHAFT ENCLOSURES CONTAINING AIR NOT IN DUCTS SHALL BE SEALED AIRTIGHT.

20 TAPE, BED AND FINISH ALL DRYWALL CORNERS AND JOINTS READY FOR FINISH.

21 HEIGHT OF FURNITURE PARTITIONS IN OPEN OFFICE AREA SHALL NOT EXCEED 5'-9".

22 LIGHT SWITCH/MOTION SENSOR ASSEMBLIES SHALL BE PROVIDED IN APPROPRIATE GANG BOX TO MEET TITLE 24.

23 ALL RECEPTACLES & PHONE/DATA JACKS SHALL BE STANDARD PLATES IN MANUFACTURER'S STANDARD TRIM COLOR, TO BE

APPROVED BY ARCHITECT, MOUNTED VERTICALLY LEVEL WITH ELECTRICAL RECEPTACLES. U.N.O.
24 EXIT SIGNAGE TO BE GREEN LED. IN WHITE THERMOPLASTIC HOUSING. T.I. TO MATCH SHELL STANDARD.

SANTA CLARA CITY NOTES

1 ALL MATERIALS & WORKMANSHIP SHALL CONFORM TO THE GENERAL AND SPECIFIC PROVISIONS, STANDARD DRAWINGSM
AND REQUIREMENTS OF THE CITY OF SANTA CLARA.
2 CONTRACTOR SHALL SECURE A STREET OPENING PERMIT FROM THE CITY ENGINEERING DEPT. AND PAY APPROPIATE DEE

PRIOR TO COMMENCEMENT OF WORK. ALL WORK WITHIN THE PUBLIC RIGHT-OF-WAY SHALL BE DONE UNDER A SINGLE
STREET OPENING PERMIT.

3 IT IS THE CONTRACTOR'S RESPONSIBILITY TO VERIFY THE LOCATION OF ALL EXISTING UTILITIES WITH THE APPROPRIATE
UTILITY AGENCIES PRIOR TO THE COMMENCEMENT OF CONSTRUCTION. CONTRACTOR SHALL NOTIFY ALL PUBLIC AND
PROVATE UTILITIES OWNERS 48 HOURS PRIOR TO COMMENCEMENT OF WORK ADJACENT TO THE UTILITY. CONTACT
UNDERGROUND SERVICE ALERT (USA) AT 800-642-2444.

4 ALL SIDEWALK, CURB AND GUTTER SHALL BE REMOVED AND REPLACED TO THE NEAREST SCORE MARK OR AS DIRECTED BY THE

ENGINEER. INSTALLATION OF NEW SIDEWALK, CURB AND GUTTER AGAINST EXISTING IMPROVEMENTS SHALL REQUIRE A
SIDEWALK CONTACT JOINT (DOWELS REQUIRED).

5 UNLESS OTHERWISE DIRECTED BY THE CITY ENGINEER IN THE FIELD, AT EACH LOCATION WHERE NEW CURBING IS TO BE
INSTALLED ON A EXISTING STREET (DRIVEWAY INSTALLATION, DRIVEWAY ABANONMENT, CURB RAMP INSTALLATION, CURB
FACE DRAINAGE INSTALLATION, ETC.) PAVEMENT RECONSTRUCTION SHALL BE REQUIRED. AN 18" WIDE BAND OF PAVEMENT

SHALL BE REMOVED AND REPLACED ALONG THE ENTIRE LENGTH OF CURBING INSTALLATION. REMOVEAL SHALL REQUIRE SAW

CUTS. REMOVAL DEPTH SHALL BE TO THE BASE MATERIAL ON STREETS WITH A.C. OR P.C.C. PAVEMENT 4" OR LESS IN
THICKNESS. REMOVAL DEPTH SHALL BE 2" MIN. ON STREETS W/ A.C. OR P.C.C. PAVEMENT THICKNESS GREATER THAN 4".
REPLACE WITH A.C. PAVEMENT.

6 SLURRY SEAL SHALL BE REQUIRED ONA LL NEW STREET PAVEMENT. SLURRY SEAL SHALL BE REQUIRED ON ALL NEW PAVEMENT

FOR TRENCHES AND SHALL EXTEND 12" BEYOND THE LIMIT OF PAVEMENT RECONSTRUCTION.
7 THE CONTRACTOR SHALL NOTIFY, BY CIRCULAR, ALL BUSINESS ESTABLISHMENTS AND RESIDENCES LOCATED IN AREAS

AFFECTED BY WORK AT LEAST 48 HRS PRIOR TO START OF CONSTRUCTION. CIRCULAR SHALL BE SUBJECT TO THE APPROVAL OF

THE CITY ENGINEER.
8 GRADE BREAKS ON CURBS AND SIDEWALKS ARE TO BE ROUNDED OFF ON FORM WORK AND FINISHED SURFACING.

9 IT IS CONTRACTOR'S RESPONSIBILITY TO REPLACE ALL STREET MONUMENTS, LOT CORNER PIPES, AND GRADE STAKES
DISTURBED DURING THE PROCESS OF CONSTRUCTION AT THE REGULAR ENGINEER'S FEE. APPROVAL OF TEH CITY ENGINEER.

10 ALL SURPLUS AND INSUITBALE MATERIAL SHALL BE REMOVED FROM THE PUBLIC RIGHT-OF-WAY.

11 CONTRACTOR SHALL PROVIDE ADEQUATE DUST CONTROL AND KEEP MUD AND DEBRIS OFF THE PUBLIC RIGHT-OF-WAY AT ALL

TIMES.

12 EXISTING UTILITIES SHOWN ARE BASED UPON RECORD INFORMATION AND ARE APPROX. IN LOCATION AND DEPTH. THE
CONRACTOR SHALL POTHOLE ALL EXISTING UTILITES THAT MAY BE AFFECTED BY NEW FACILITIES IN THIS CONTRACT, VERIFY
ACTUAL LOCATION AND DEPTH, AND REPORT POTENTIAL CONFLICTS TO THE ENGINEER PRIOR TO EXCAVATING FOR NEW
FACILITIES.

13 CONTRACTOR SHALL PERFORM HIS CONSTRUCTION AND OPERATION IN A MANNER WHICH WILL NOT ALLOW HARMFUL
POLLUTANTS TO ENTER THE STORM DRAIN SYSTEM. TO ENSURE COMPLIANCE, THE CONTRACTOR SHALL IMPLEMENT THE
APPORPRIATE BMP AS OUTLINED IN THE BRICHURES ENTITLED 'BEST MANAGEMENT PREACTICE FOR THE CONSTRUCTION
INDUSTRY' ISSUED BY THE SANTA CLARA VALLEY NONPOINT SOURCE POLLUTION CONTROL PROGRAM, TO SUIT
CONSTRUCTION SITE AND JOB CONDITION. THE CONTRACTOR SHALL PRESENT HIS PROPOSE BMP AT THE PRECONSTRUCTION
MEETING FOR DISCUSSION AND APPROVAL.

14 OVERNIGHT PARKING OF CONSTRUCTION EQUIPMENT IN THE STREET RIGHT-OF-WAY SHALL NOT BE PERMITTED, EXCEPT AT
LOCATION(S) APPROVED BY THE CITY TRAFFIC ENGINEER.
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ABBREVIATIONS

ACOUS ACOUSTICAL JAN JANITOR

ADJ ADJUSTABLE LAM LAMINATE

AFF ABOVE FINISH FLOOR LAV LAVATORY

ALUM. ALUMINUM LT LIGHT

ALT ALTERNATE MAX MAXIMUM

ARCH ARCHITECT MIN MINIMUM

AC ASPHALTIC CONCRETE MEZZ MEZZANINE

A/C AIR CONDITIONING MISC MISCELLANEOUS
@ AT MTL METAL

& AND (N) NEW

BSMT BASEMENT NIC NOT IN CONTRACT
BLK'G BLOCKING NO NUMBER

BOT BOTTOM NTS NOT TO SCALE

BM BEAM oc ON CENTER

CLG CEILING oD OVERFLOW DRAIN
CLR CLEAR OPNG OPENING

CL CENTER LINE PIP POURED IN PLACE
cT CERAMIC TILE R RADIUS

co CLEAN OUT RD ROOF DRAIN
CONT CONTINUOUS RM ROOM

DIA DIAMETER REF REFERENCE

DIM DIMENSION REQ'D REQUIRED

DN DOWN SAF SELF ADHERED FLASHING

DISP DISPENSER SBO SUPPLIED BY OWNER

(E) EXISTING SCH SCHEDULE

EL ELEVATION SHT SHEET

EQ EQUAL SHWR SHOWER

EXT EXTERIOR SIM SIMILAR

FF FINISH FLOOR SOG SLAB ON GRADE
FINISH FACE SPEC SPECIFICATION

FD FLOOR DRAIN sQ SQUARE

FE FIRE EXTINGUISHER STD STANDARD

FIO FIGURE IT OUT STL STEEL

FL FLOOR STOR STORAGE

FLUOR FLUORESCENT SS STAINLESS STEEL

FOC FACE OF CONCRETE SERVICE SINK

FOS FACE OF STUD SANITARY SEWER

FP FACE OF PLY SH SHELF

FR FIRE RESISTIVE SUSP SUSPENDED

FS FACE OF STUD TBD TO BE DETERMINED

FURR FURRING T&B TOP & BOTTOM

GA GAUGE TEL TELEPHONE

GB GYPSUM BOARD TEMP TEMPORARY

GL GLASS TYP TYPICAL

GSM GALVANIZED SHEET MTL. UON UNLESS OTHERWISE NOTED

GYP BD GYPSUM BOARD UNO UNLESS NOTED OTHERWISE

HT HEIGHT VIF VERIFY IN FIELD

HM HOLLOW METAL VCT VINYL COMPOSITION TILE

HR HOUR w WIDE

HC HANDICAPPED w/ WITH

HDWD HARDWOOD wcC WALL COVERING

HDW HARDWARE WATER CLOSET

INSUL INSULATION WG WIRE GLASS

INT INTERIOR

SYMBOLS
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A

— SPECIFIC ELEVATION
>

C DRAWING SHEET NUMBER

ﬁ‘ SPECIFIC ELEVATION

e

DRAWING SHEET NUMBER
DETAIL NUMBER

DRAWING SHEET NUMBER

OFFICE
101

ROOM NAME
ROOM NUMBER

ARCHEOLOGY NOTE

ALL PROJECT DEVELOPMENT ACTIVITIES INVOLVING EXCAVATION,
TRENCHING, GRADING OR CONSTRUCTION ARE TO COMPLY WITH CITY
REQUIREMENTS FOR MANAGING CONSTRUCTION IN ARCHEOLOGICAL
SENSITIVE AREAS IN ACCORDANCE WITH THE SPECIFICATION OF THE
ADOPTED ARCHEOLOGICAL TREATMENT & MONITORING PLAN FOR THE
UNIVERSITY.

PROJECT SUMMARY

DESCRIPTION OF WORK:

THE PROJECT CONSISTS OF A NEW TWO (2) STORY MULTI-USE BUILDING
WITH OFFICES, TREATMENT ROOMS AND TWO (2) FULL SIZE BASKETBALL
COURTS. THE FLOOR 1 LOBBY HAS A LARGE STAIR ARCHITECTURAL ELEMENT
THAT EXTENDS INTO A DOUBLE HEIGHT CEILING AREA TO FLOOR 2 LOBBY.
THE 1ST FLOOR OF THE BUILDING INCLUDES ACCESS TO BOTH PRACTICE
COURTS AND A 'GRAB AND GO' CAFE WITH SELF-SERVE REFRIGERATION
UNITS AND A BEVERAGE MIXING STATION. THE 2ND FLOOR HAS ACCESS
ONLY TO A VIEWING PLATFORM IN COURT 2 FOOTPRINT.

THE PROMINENT EXPRESSION OF THE BUILDING AT THE EXTERIOR IS THE
TWO-STORY, FULL GLAZING WITH VIEWS INTO THE WEIGHT ROOM AND
REHAB AREA.

THE SITE DESIGN WILL CONSISTS OF SUPPORTING INFRASTRUCTURE
INCLUDING UTILITIES, SITE WORK AND STORMWATER TREATMENT. THE
LANDSCAPE DESIGN WILL INCLUDE ON-GRADE LANDSCAPE, WALKWAYS,
PARKING AREAS, AND THE BROAD WALKWAY BETWEEN THE SITE AND
LEAVEY CENTER.

SITE INFORMATION

ASSESORS PARCEL NO 230-13-023

SITE AREA: 51,650 SF / 1.19 ACRES
BUILDING. AREA: 47,894 SF

FLOOR AREA RATIO: 0.65%

PLANNING APPLICATION NO.: PLN2018-XXXXX

PARKING NOTES:
> SANTA CLARA UNIVERSITY TO PROVIDE THE CITY OF SANTA CLARA
A DETAILED PARKING MATRIX FOR THE CAMPUS, IF REQUIRED.

INSULATION REQUIREMENTS:

FLOORS: R-30
WALLS: R-19
ROOF R-30

ALLOWABLE AREA CALCULATIONS

Aa = {At + ( NS x If )} (EQUATION 5-3)

Aa = ALLOWABLE AREA PER STORY

At =TABULAR ALLOWABLE AREA PER STORY

NS = TABULAR ALLOWABLE AREA FOR NONSPRINKLERED BUILDING
If = AREA INCREASE FACTOR DUE TO FRONTAGE

Aa={X+[XxX]}=XX,000 MAXIMUM SQUARE FEET PER STORY

CODE COMPLIANCE

ALL WORK PERFORMED UNDER THIS CONTRACT SHALL BE IN ACCORDANCE W/ THE FOLLOWING CODES AND
REGULATIONS AS APPROVED & AMENDED BY THE CITY OF SANTA CLARA, CALIFORNIA.

CALIFORNIA BUILDING CODE: 2016 EDITION
CALIFORNIA ELECTRICAL CODE: 2016 EDITION
CALIFORNIA MECHANICAL 2016 EDITION
CALIFORNIA PLUMBING CODE: 2016 EDITION
CALIFORNIA ENERGY CODE 2016 EDITION
(as amended by State of California and the City of Santa Clara)

CALIFORNIA FIRE CODE: 2016 EDITION
CALIFORNIA GREEN BUILDING STANDARDS 2016 EDITION

IT IS THE INTENTION THAT THE ABOVE CODES & REGULATIONS REFER TO THE LATEST EDITION OR REVISION IN FORCE ON
THE DATE OF THESE DRAWINGS.

BUILDING INFORMATION

NUMBER OF STORIES 2
AREA PER STORY:

1ST FLOOR: 33,600 SF

2ND FLOOR: 14,294 SF

TOTAL = 47,894 SF

TYPE OF CONSTRUCTION: 1lI-B
OCCUPANCY: A-3/B

FIRE SPRINKLERED: YES - FULLY SPRINKLERED

ALLOWABLE FLOOR AREA: 34,500 SF

ALLOWABLE HEIGHT: 55 FEET/ 2 STORIES

FIRE RESISTIVE REQUIREMENTS

PRIMARY STRUCTURAL FRAME: 0 HOUR
EXTERIOR BEARING WALLS: 2 HOURS
INTERIOR BEARING WALLS: 0 HOUR
EXTERIOR NON-BEARING WALLS & PARTITIONS: 0 HOUR
INTERIOR NON-BEARING WALLS & PARTITIONS 0 HOUR
FLOOR CONSTRUCTION: 0 HOUR
ROOF CONSTRUCTION: 0 HOUR

* RATING BASED ON FIRE SEPARATION FOR EXTERIOR WALLS BEING GREATER THAN 30-FEET.

PLUMBING FIXTURE COUNT
REFER TO THE PLUMBING FIXTURE COUNT WORKSHEET ON SHEET A0.06.
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Al.1l OVERALL SITE PLAN GENERAL NOTES:

CONTRACTOR SHALL FIELD VERIFY ALL JOB CONDITIONS AND DIMENSIONS. VARIATIONS
THEREOF FROM THE DRAWINGS MUST BE REPORTED TO THE ARCHITECT.

DETAILS INDICATED ON THE DRAWINGS ARE REPRESENTATIVE AND TYPICAL.
ALL ATTACHMENTS AND CONNECTIONS SHALL CONFORM TO BEST PRACTICE AND SHALL

A2.1 LEVEL 1 FLOOR PLAN

A2.2 LEVEL 2 FLOOR PLAN BE THE CONTRACTOR'S RESPONSIBILITY.

THIS DRAWING EMBODIES IDEAS, DESIGNS, ARRANGEMENTS, PLANS AND SPECIFICATIONS

A2.3 ROOF PLAN WHICH ARE PROPRIETARY TO DEVCON CONSTRUCTION INC.. AND WHICH WERE DESIGNED,

CREATED, EVOLVED AND DEVELOPED FOR USE SOLELY IN CONNECTION WITH THE
SPECIFIED PROJECT. NO TRANSFER OF ANY RIGHTS THERETO IS INTENDED OR EFFECTED BY

DELIVERY HEREOF, AND EXCEPT UPON THE WRITTEN PERMISSION OF DEVCON

A3.0 EXTERIOR PERSPECTIVES CONSTRUCTION INC.. THE DRAWING IS NOT TO BE DISCLOSED TO OTHERS, REPRODUCED

OR COPIED IN WHOLE OR IN PART, OR USED IN THE FABRICATION OR CONSTRUCTION OF

A3.1 EXTERIOR ELEVATIONS BUILDINGS, STRUCTURES, FOUNDATIONS, OR ANY PORTIONS THEREOF, FOR OTHER THAN

THE SPECIFIED PROJECT. © DEVCON CONSTRUCTION, INC.

A3.2 EXTERIOR ELEVATIONS

A3.5 BUILDING SECTIONS

CIVIL

C1.0 NOTES AND LEGENDS

C2.0 SECTIONS AND DETAILS

C3.0 GRADING, DRAINAGE AND UTILITY PLAN

C4.0 STORM WATER CONTROL PLAN

REVISIONS

NO. DATE DESCRIPTION BY

C5.0 STORM WATER CONTROL PLAN

01.22.19 PCC RESUBMITTAL

LANDSCAPE

L1.1 LANDSCAPE NOTES AND LEGENDS

L1.2 PLANTING NOTES AND LEGENDS

L2.1 LANDSCAPE LAYOUT PLAN

L3.1 PLANTING PLAN

Prp— PROJECT INFORMATION

L4.4 IRRIGATION DETAILS

L5.1 LANDSCAPE CONSTRUCTION DETAILS

JOB NO. 16-310 SHEET NO.

L6.1 TREE DISPOSITION PLAN

DATE: 9/12/18

DRAWN:CSP

A0.1

ELECTRICAL

E6.1 SITE PHOTOMETRICS CHECKED: BD

ISSUE: PLANNING SUBMITTAL OF SHEETS
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m DEVCON CONSTRUCTION
INCORPORATED
=L/ LN\ 690 Gibraitar Drive

Milpitas, CA 95035
Phone: (408) 942-8200

Fax: (408) 262-2342
ax: -
CEV/CON ) 2

2016 California Building Code, Part 2 Volume 1

Chapter 3 — Use and Occupancy Classification

Section 303:  Assembly Group A

e 303.4 — Assembly Group A-3. Assembly uses intended for worship, recreation or amusement and
other assembly uses not classified elsewhere in Group A including, but not limited to:
¢ Gymnasiums (without spectator seating)

Section 304:  Business Group B

¢ 304.1 - Business cccupancies shall include, but not be limited to, the following:
e Professional services

Chapter 5 — General Building Heights and Areas
Section 504:  Building Height and Number of Stories

¢ Per Table 504.3 — Allowable Building Height above Grade Plane

Occupancy Type V-A
Classification
A S (with area increase) 50
B S 70

¢ The proposed building is 45-feet tall.

e Per Table 504.4 — Allowable Number of Stories above Grade Plane

Occupancy Type V-A
Classification
A-3 S (with area increase) 2
B S 4

e The proposed building is 2-stories tall.
Section 505:  Mezzanines and Equipment Platforms

505.2: Mezzanines.

e A mezzanine in compliance with Section 505.2 shall be considered a portion of the story below. Such
mezzanines shall not contribute to either the building area or number of stories as regulated by
Section 503.1. The area of the mezzanine shall be included in determining the fire area. The clear
height above and below mezzanine floor construction shall not be less than 7 feet.

¢ 505.2.1 — The aggregate area of a mezzanine within a room shall not be greater than one-third of
the floor area of that room or space in which they are located. The enclosed portion of a room

=N
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Section 705: Exterior VWalls

705.2: Projections

e Cornices, eave overhangs, exterior balconies and similar projections extending beyond the exterior
wall shall conform to the regulations of this section and Section 1406. Projections shall not extend
any closer to the line used to determine fire separation distance than shown in Table 705.2.

Table 705.2: Minimum Distance of Projection
Fire Separation Distance Minimum distance from line used to determine FSD
(FSD)
0 feet to 2 feet Projections not permitted
Greater than 2 feet to 3 feet 24 inches
Greater than 3 feet to lessthan 30 | 24 inches plus 8 inches for every foot of FSD beyond 3 feet
feet or fraction thereof

e 705.2.2 — Projections from walls of Type V construction shall be of any approved material.

e 705.2.3 — Combustible projections extending to within 5 feet of the line used to determine the fire
separation distance shall be of not less than 1-hour fire-resistance-rated construction.

705.3: Buildings on the same lot.

e ‘Where a new building is to be erected on the same lot as an existing building, the location of the
assumed imaginary line with relation to the existing building shall be such that the exterior wall and
opening protection of the existing building meet the criteria as set forth in Sections 705.5 and 705.8.

705.5: Fire-resistance ratings
e Exterior walls shall be fire-resistance rated in accordance with Tables 601 and 602 and this section.

e The required fire-resistance rating of exterior walls shall be rated for exposure to fire from both sides
per Section 1.11 regulated by the Office of the State Fire Marshal.

705.8. Openings
e Openings in exterior walls shall comply with Sections 705.8.1 through 705.8.6.

e 705.8.1 — The maximum area of unprotected and protected openings permitted in an exterior wall
in any story of a building shall not exceed the percentages specified in Table 705.8:

Table 705.8: Maximum Area of Exterior Wall Openings based on Fire Separation
Distance and Degree of Opening Protection

Fire Separation Degree of Opening Protection Allowable Area [a]
Distance (feet)
10to less than 15 Unprotected, Sprinklered (UP, S) 45%
15to less than 20 Unprotected, Sprinklered (UP, S) 75%
20 to less than 25 Unprotected, Sprinklered (UP, S) No Limit
25to less than 30 Unprotected, Sprinklered (UP, S) No Limit
30 or greater Unprotected, Sprinklered (UP, S) No Limit

UP, S = Unprotected openings in buildings equipped throughout with an automatic sprinkler system in accordance with Section
903.3.1.1.
a. Values indicaled are the percenfage of the area of the exterior wall par slory.

e 705.8.3 —\Where unprotected openings are permitted, windows and doors shall be constructed of
any approved materials. Glazing shall conform to the requirements of Chapters 24 & 26.

Section 707: Fire Barriers

CEVLON
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shall not be included in determination of the floor area of the room in which the mezzanine is
located. In determining the allowable mezzanine area, the area of the mezzanine shall not be
included in the floor area of the room.

e 505.2.2 - the means of egress for mezzanines shall comply with the applicable provisions of
Chapter 10.

e 505.2.3 — amezzanine shall be open and unobstructed to the room in which such mezzanine is
located except for walls not more than 42-inches in height, columns and posts.
e Exceptions:
1. Mezzanines or portions thereof are not required to be open to the room in which the
mezzanines are located, provided that the occupant load of the aggregate area of the
enclosed space is not greater than 10.

Section 506: Building Area

e Per Table 506.2 — Allowable Area Factor in Square Feet

Occupancy Type V-A
Classification
A-3 SM (without height increase) 34,500
B SM 54,000

e The area of the ground floor is 33,316 SF. This is the largest floor area on the project.

506.2.4: Mixed-occupancy, multi-story buildings.
e Each story of a mixed-occupancy building with more than one story above grade plane shall
individually comply with the applicable requirements of Section 508.1

506.3: Frontage Increase

e Every building shall adjoin or have access to a public way to receive an area factor increase based on
frontage. Area factor increase shall be determined in accordance with Section 506.3.1 through
506.3.3.

e 506.3.1 — to qualify for an area factor increase based on frontage
Section 508 Mixed Use and Occupancy

508.2: Accessory Occupancies

e Accessory occupancies are those occupancies that are ancillary to the main occupancy of the
building or portion thereof. Accessory occupancies shall comply with the provisions of Sections
508.2.1 through 508.2.4.

e 508.2.1 - shall be individually classified in accordance with Section 302.1. The requirements of
this code shall apply to each portion of the building based on the occupancy classification of that
space.

e 508.2.2 —The allowable height and number of stories of the building containing accessory
occupancies shall be in accordance with Section 504 for the main occupancy of the building.

e 508.2.3 — The allowable area of the building shall be based on the applicable provisions of
Section 506 for the main occupancy of the building.
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e 707.3 - The fire-resistance rating of fire barriers shall comply with this section:

e 707.3.1 Shaft enclosures: The fire-resistance rating of the fire barrier separating the building
areas from a shaft shall comply with Section 713.4.

e 707.3.2 Interior exit stairways: The fire-resistance rating of the fire barrier separating building
areas from an interior exit stairway shall comply with Section 1023.1.

e 707.3.5 Horizontal exit: The fire-resistance rating of the separation between building areas
connected by a horizontal exit shall comply with Section 1026.1

e 707.3.7 Incidental uses: The fire barrier separating incidental uses from other spaces in the
building shall have a fire-resistance rating of not less than that indicated in Table 5089.

Section 708: Fire Partitions

e 708.1 - The following wall assemblies shall comply with this section.
1. Corridor walls as required by Section 1020.1.
2. Elevator lobby separation as required by Section 3006.2.

e 708.3- Fire partitions shall have a fire-resistance rating of not less than 1 hour.
Section 712:  Vertical Openings

e 712.1.9- A vertical opening that is not used as one of the applications listed in this section shall be
permitted if the opening complies with all of the items below:
1. Does not connect more than two stories.
2. Does not penetrate a horizontal assembly that separates fire areas or smoke barriers that
separate smoke compartments.
Is not concealed within the construction of a wall or a floorfceiling assembly.
Is not open to a corridor in Group | and R occupancies.
Is not open to a corridor on nonsprinklered floors.
Is separated from floor openings and air transfer openings serving other floors by construction
conforming to required shaft enclosures.

e e

o 712.1.15 — Skylights and other penetrations through a fire-resistance-rated roof deck or slab are
permitted to be unprotected, provided that the structural integrity of the fire-resistance-rated roof
assembly is maintained. Unprotected skylights shall not be permitted in roof assemblies required to
be fire-resistance rated in accordance with Section 705.8.6. The supporting construction shall be
protected to afford the required fire-resistance rating of the horizontal assembly supported.

Section 713: Shaft Enclosures

e 713.4 — Shaft enclosures shall have a fire-resistance rating of not less than 1 hour where connecting
less than four stories. Shaft enclosures shall have a fire-resistance rating not less than the floor
assembly penetrated, but need not exceed 2 hours. Shaft enclosures shall meet the requirements of
Section 703.2.1.

Chapter 8 — Interior Finishes

e 803.1.1 — Interior wall and ceiling finish materials shall be classified in accordance with ASTM E84 or
UL 723. Such interior finish materials shall be grouped in the following classes in accordance with
their flame spread and smoke-developed indexes.

e Class A: = Flame spread index 0-25; smoke-developed index 0-450.
e Class B: = Flame spread index 26-75; smoke-developed index 0-450.
e Class C: = Flame spread index 76-200; smoke—developed index 0-450.
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e Aggregate accessory occupancies shall not occupy more than 10 percent of the floor area of
the story in which they are located and shall not exceed the tabular values for non-sprinklered
buildings in Table 506.2 for each such accessory.

e 508.2.4 — No separation is required between accessory occupancies and the main occupancy.

508.4. Separated Occupancies
e Buildings or portions of buildings that comply with the provisions of this section shall be considered as
separated occupancies.

e 508.4.1 — Separated occupancies shall be individually classified in accordance with Section
302.1. Each separated space shall comply with this code based on the occupancy classification
of that portion of the building.

e 508.4.2 — In each story, the building area shall be such that the sum of the ratios if the actual
building area of each separated occupancy divided by the allowable building area of each
separated occupancy shall not exceed 1.

e 508.4.3 — Each separated occupancy shall comply with the building height limitation based on the
type of construction of the building in accordance with Section 503.1.

e 508.4.4 — Individual occupancies shall be separated from adjacent occupancies in accordance
with Table 508.4

Table 508.4: Required Separation of Occupancies (Hours)*

Occupancy A B
S NS S NS
A N N 1 2
B - - N N

o (*) Buildings are equipped throughout with an automatic sprinkler system installed in
accordance with Section 903.1.1.

o N = no separation requirement.

e 508.4.41 - Required separations shall be fire barriers constructed in accordance with Section 707
or horizontal assemblies constructed in accordance with Section 711, or both, so as to completely
separate adjacent occupancies.

Section 509: Incidental Uses

e 509.1 —Incidental uses are ancillary functions associated with a given occupancy that generally pose
a greater level of risk to that occupancy and are limited to those uses listed in Table 509.

Table 509: Incidental Uses
Room or Area Separation and/or Protection
Rooms with boilers where the largest piece of 1 hour of provide automatic sprinkler
equipment is over 15 psi and 10 horsepower system
Laundry Rooms over 100 square feet 1 hour or provide automatic sprinkler
system

e 509.2 — Incidental uses shall not be individually classified in accordance with Section 302.1.
Incidental uses shall be included in the building occupancies within which they are located.
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e 803.11 — Interior wall and ceiling finish shall have a flame spread index not greater than that specified
in Table 803.11 for the group and location designated. Interior wall and ceiling finish materials tested
in accordance with NFPA 286 and meeting the acceptance criteria of Section 803.1.2.1, shall be
permitted to be used where a Class A classification in accordance with ASTM E84 or UL 723 is
required.

Table 803.11: Interior Wall and Ceiling Finish Requirements by Occupancy

Group Sprinklered
Interior exit stairways, Corridors and enclosure for exit Room and
interior exit ramps and exit access stairways and exit enclosed
passageways access ramps spaces
A-3 B B C
B B C C

Chapter 9 — Fire Protection Systems

e 903.2.1 - For Group A-3 occupancies, the automatic sprinkler system shall be provided throughout
the story where the fire area containing the Group A-3 occupancy is located, and throughout all
stories from the Group A occupancy to, and including, the levels of exit discharge serving the Group
A occupancy.

e 903.2.1.3 Group A-3: An automatic sprinkler system shall be provided for fire areas containing
Group A-3 occupancies and intervening floors of the building where one of the following
conditions oceur:

1. The fire area exceeds 12,000 square feet;
2. Thefire area has an occupant load of 300 or more; or
3. Thefire areais located on a floor other than a level of discharge serving such occupancies;

Chapter 10 — Means of Egress
Section 1005. Means of Egress Sizing

e 1005.3.1 — The capacity, in inches, of means of egress stairways shall be calculated by multiplying
the occupant load served by such stairways by a means of egress capacity factor of 0.3 inch per
occupant. Where stairways serve more than one story, only the occupant load of each story
considered individually shall be used in calculating the required capacity of the stairways serving that
story.

e 1005.3.2 — The capacity, in inches, of means of egress components other than stairways shall be
calculated by multiplying the occupant load served by such component by a means of egress
capacity of 0.2 inch per occupant.

Section 1006: Number of Exits and Exit Access Doorways

e 1006.2.1 — Two exits or exit access doorways from any space shall be provided where the design
occupant load or the common path of egress travel distance exceeds the values listed in Table
1006.2.1.

Per Table 1006.2.1: Spaces with one exit or exit access doorway

Occupancy | Maximum Occupant Maximum Common Path of Egress Travel Distance
Load of Space w/ Sprinkler System (feet)*
A 49 75
B 49 100

(™) Buildings equipped throughout with an aulomatic sprinkfer systerm in accordance with Section 903.3.71. T or503.3.1.2.
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e 509.3 - The aggregate floor are of incidental uses shall not occupy more than 10 percent of the
building area of the story in which they are located.

e 509.4 —The incidental uses listed in Table 509 shall be separated from the remainder of the building
or equipped with an automatic sprinkler system, or both, in accordance with the provisions of that
table.

e 509.4.1-Where Table 509 specifies a fire-resistance-rated separation, the incidental uses shall
be separated from the remainder of the building by a fire barrier constructed in accordance with
Section 707 or horizontal assembly constructed in accordance with Section 711, or both.

e 509.4,2 — Where Table 509 permits an automatic sprinkler system without a fire barrier, the
incidental uses shall be separated from the remainder of the building by construction capable of
resisting the passage of smoke:

e The walls shall extend from the top of foundation or floor assembly below to the underside of
the ceiling that is a component of a fire-resistance-rated floor assembly of roof assembly
above or to the underside of the floor or roof sheathing, deck or slab above.

e Doors shall not have air transfer openings and shall not be undercut in excess of the
clearance permitted in accordance with NFPA 80.

e Walls surrounding the incidental use shall not have air transfer openings unless provided with
smoke dampers in accordance with Section 710.8.

Chapter 6 — Types of Construction
Section 602: Construction Classification

e B02.5-Type ¥V construction is that type of construction in which the structural elements, exterior
walls and interior walls are of any materials permitted by this code.

e PerTable 601
Fire-Resistance Rating Requirements for Building Elements (hours)

Building Element Type V-A

Primary Structural Frame 1
Bearing Walls — Exterior 1
Bearing Walls — Interior 1
Nonbearing walls and Partitions — Exterior See Table 602
Nonbearing walls and Partitions — Interior 0

Floor Construction and Secondary Members (see 1
Section 202)

Roof Construction and secondary members (see 1
Section 202)

e PerTable 602:
Fire-Resistance Rating Requirements for Exterior Walls Based on Fire Separation Distance

Fire Separation Type of Construction Occupancy

Distance = X (feet) Group A, B
X<5 All 1
5<X<10 Others 1
10< X <30 Others 1
X>30 All 0

Chapter 7 — Fire and Smoke Protection
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See Section 803 for occupancies whers automatic spnnkier systems are permifted in accordance with Section B03.3.1.2.

e 1006.3.1 — Each story and occupied roof shall have the minimum number of exits, or access to exits,
as specified in Table 1006.3.1. A single exit or access to a single exit shall be permitted in
accordance with Section 1006.3.2. The required number of exits, or exit access stairways or ramps
providing access to exits, from any story or occupied roof shall be maintained until arrival at the exit
discharge or a public way.

Per Table 1006.3.1. Minimum number of exits or access to exits per story

Occupancy Load per Story Minimum number of exits or access to exits from story
1-500 2
501 - 1,000 3
More than 1,000 4

Section 1009: Accessible Means of Egress

e 1009.3 — In order to be considered part of an accessible means of egress, a stairway between stories
shall have a clear width of 48 inches minimum between handrails and shall either incorporate an area
of refuge within an enlarged floor-level landing or shall be accessible from an area of refuge
complying with Section 1009.6. Exit access stairways that connect levels in the same story are not
permitted as part of an accessible means of egress.

e Exceptions:

2) The clear width of 48 inches between handrails is not required in buildings equipped
throughout with an automatic sprinkler system installed in accordance with section 903.1.1 or
903.3.1.2.

4) Areas of refuge are not required at exit access stairways where two-way communication is
provided at the elevator landing in accordance with Section 1009.8.

5) Areas of refuge are not required at stairways in buildings equipped throughout with an
automatic sprinkler system installed in accordance with Section 903.3.1.1 or 803.3.1.2

e 1009.8 — A two-way communication system complying with sections 1009.8.1 and 10098.8.2 shall be
provided at the landing serving each elevator or bank of elevators on each accessible floor that is one
or more stories above or below the level of exit discharge.

Section 1011:  Stairways

e 1011.2 — The required capacity of stairways shall be determined as specified in Section 1005.1, but
the minimum width shall not be less than 44 inches. See Section 1009.3 for accessible means of
egress stairways.

e 1011.3 — Stairways shall have a headroom clearance of not less than 80 inches measured vertically
from a line connecting the edge of nosing.

Section 1020: Corridors

e 1020.1 — Corridors shall be fire-resistance rated in accordance with Table 1020.1. The corridor walls
required to be fire-resistance rated shall comply with Section 708 for fire partitions.
e PerTable 1020.1:
Corridor Fire-Resistance Rating

Occupancy Occupant Load Served Required Fire-Resistance Rating (hours)
by Corridor
wio sprinkler system w/ sprinkler system™
A, B Greater than 30 1 0

*: Buildings equipped throughout with an automatic sprinkler system in accordance with Section
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903.3.1.1 or 903.3.1.2 where alflowed.

e 1020.4 — Where more than one exit or exit access doorway is required, the exit access shall be
arranged such that there are no dead ends in corridors more than 20 feet in length.
e Exceptions:
e 2)In occupancies in Groups B, where the building is equipped throughout with an automatic
sprinkler system in accordance with Section 903.3.1.1, the length of the dead-end corridors
shall not exceed 50 feet..

Chapter 11B — Accessibility to Public Buildings, Public Accommodations, Commercial Buildings
and Public Housing

Section 11B-206: Accessible routes

e 11B-206.2.1 — At least one accessible route shall be provided within the site from accessible parking
spaces and accessible passenger loading zones; public streets and sidewalks; and public
transportation stops to the accessible building or facility entrance they serve.

e 11B-206.2.2 — At least one accessible route shall connect accessible buildings, accessible facilities,
accessible elements, and accessible spaces that are on the same site.

e 11B-206.2.3 — At least one accessible route shall connect each story in multi-story buildings and
facilities

e 11B-206.2.12 — In court sports, at least one accessible route shall directly connect both sides of the
court.

e 11B-206.2.13 — Exercise machines and equipment required to comply with 11B-236 shall be on an
accessible route.

Section 11B-236: Exercise machines and equipment

o 11B-236.1 — At least one of each type of exercise machine and equipment shall comply with 11B-

1004.

e 11B-1004.1 — Exercise machines and equipment shall have a clear floor space complying with
Section 11B-305 positioned for transfer or for use by an individual seated in a wheelchair. Clear
floor or ground spaces required at exercise machines and equipment shall be permitted to
overlap.

2016 California Plumbing Code, Part 5

Chapter 4 — Plumbing Fixtures and Fixture Fittings

e Per Table A, the occupant load factors are listed below:
e Group A-2is 30 occupants per square feet
e Group Bis 200 occupants per square feet
e Per Table 422.1, the minimum plumbing facilities is based on the groups listed above. Please refer to
the attached spreadsheet for the minimum plumbing fixtures required based on the net square feet of
the Residence Hall.
e Table 422 .1, footnote #3 states:
o The total number of required water closets for females shall not be less than the total number of
required water closetfs AND urinals for males. Either (a) the required urinal shall be permitted to
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be omitted or (b) if installed, the urinal shall not require a second water closet fo be provided for
the female.

2016 CAL Green Building Standards, Part 11

At this time, it is our intent that the project shall comply with the current code. We have provided the 2016
California Building Code Checklist (CGC) for New Nonresidential Buildings for reference.
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Group Floor Area| Occ Load Total Female Population Male Population D.F. Other
(SF) Factor Occ Load Water Closets Lavatories Water Closets Urinals Lavatories
Ratio 172 1/2
First Floor
938 469 ol 5 469 4 4 3 4 1

LOBBY A-3 1,072 30 36

FUEL BAR A-3 766 30 26

BASKETBALL COURT 1 A-3 7,402 30 247

BASKETBALL COURT 2 A-3 9,905 30 331

WEIGHT ROOM A-3 8,782 30 293

TRAINER OFFICE B 318 200 2

ASST AD SPORTS B 238 200 2

NUTRITIONIST OFFICE B 104 200 1

Required: 9 5 4 4 3 4 1
Provided: g 5 4 4 4 6 1
surplus / (short) 0 0 0 0 1 2 0
Calculations based on Table 422.1 of the 2016 CA Plumbing Code (Part 5, Title 24, C.C.R.)

Per CPC footnote #3, Fixture Equality:
|Females vs. Males (per floor) 1

ATHLETIC EXCELLENCE CENTER last updated: 4/27/2018

per 2016 CPC, Chapter 4, Table A
Group Floor Area] Occ Load Total Female Population Male Population D.F. Other
(SF) Factor Occ Load Water Closets Lavatories Water Closets Urinals Lavatories
Ratio 172 1/2
Second Floor
304 152 4 2 152 2 2 1 2 1

LOBBY /LOUNGE A-3 1,624 30 55

HYDROTHERAPY AREA A-3 1,350 30 45

SPORTS MED / TRAINING A-3 5,164 30 173

BREAKROOM A-3 372 30 13

ACADEMICS B 3,524 200 18

Required: 4 2 2 2 1 2 1
Provided: 4 3 2 2 B 2 1
surplus / (short) 0 1 0 0 2 0 0
Calculations based on Table 422.1 of the 2016 CA Plumbing Code (Part 5, Title 24, C.C.R.)

Per CPC footnote #3, Fixture Equality:

|Females vs. Males (per floor) 0
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Bulilding Division: 408-615-2440
Email: Building@santaclaraca.gov

Permit Center: 408-615-2420
Email: PermitCenter@santaclaraca gov

Automated Inspection Scheduling System: 408-615-2400
2016 CALIFORNIA GREEN BUILDING CODE (CGC) CHECKLIST

FOR NEW NONRESIDENTIAL BUILDINGS

City of Santa Clara
Building Division

1500 Warburton Ave.
Santa Clara, CA 95050
www_santaclaraca. gov

MANDATORY
MEASURES
BLD20 SPECIFIED
(Please check
boxes below)

BUILDING PERMIT NO.:
ADDRESS:

BLD Permit No.:

Commercial kitchen equipment.

Food waste disposers. Disposers shall either modulate the use of water to no more than 1 gpm when the
disposer is not in use (not actively grinding food waste/no-load) or shall automatically shut off after no morethan 10
minutes of inactivity. Disposers shall use no more than 8 gpm of water per CGC 5.303.4.1.

BLD Permit No.:

BLD Permit No.:

ENVIRONMENTAL QUALITY

FIREPLACES (CGC 5.503)

Standards for plumbing fixtures and fittings. Plumbing fixtures and fittings shall meet the applicable standards
referenced in Table 1701.1 of the 2016 California Plumbing Code and in Chapter 6 of CGC.

L]

OUTDOOR WATER USE (CGC 5.304)

Feature or Measure Yes

Outdoor water use in landscape areas equal to or greater than 500 square feet: shall comply with CGC
5.304.2

Install only a direct-vent sealed-combustion gas or sealed wood-burning fireplace, or a sealed woodstove or
pellet stove, and refer to residential requirements in the California Energy Code, Title 24, Part 6, Subchapter 7,
Section 150.

Woodstoves. Woodstoves and pellet stoves shall comply with US EPA New Source Performance Standards
(NSPS) emission limits, where applicable, and shall have a permanent label indicating they are certified to
meet the emission limits per CGC 5.503.1.1.

Carbon dioxide (CO,) monitoring. For buildings equipped with demand control ventilation, CO, sensors and
ventilation controls shall be specified and installed in accordance with the requirements of the California Energy
Code, CCR, Section 120(c)(4), per CGC 5.5086.2.

ATHLETIC EXCELLENCE
CENTER

ENVIRONMENTAL COMFORT (CGC 5.507)

Acoustical control. Employ building assemblies and components with STC values determined in accordance with
ASTM ES0 and ASTM E413 or OITC determined in accordance with ASTM E1332, using either the prescriptive or
performance method in Sections 5.507.4.1 or 5.507 .4.2.

Interior sound transmission. Wall and floor-ceiling assemblies separating tenant spaces and tenant spaces and
public spaces shall have an STC of at least 40 (CGC 5.507.4.3).

[]

SITE DEVELOPMENT (5.106)

Storm water pollution control. Newly constructed projects which disturb less than one acre of land shall prevent
the pollution of storm water runoff from the construction activities through local ordinance per CGC 5.106.1.1 or
Best Management Practice (BMP) per CGC 5.106.1.2.

Outdoor water use in rehabilitated landscape projects equal to or greater than 2500 square feet: shall
comply with CGC 5.304.3.

POLLUTANT CONTROL (CGC 5.504)

OUTDOOR AIR QUALITY (CGC 5.508)

Outdoor water use in landscape area of 2500 square feet or less: shall comply with CGC 5.304.4.

Graywater or rainwater use in landscape areas: shall comply with CGC 5.304.5.

LI

Short-Term bicycle parking. If the project is anticipated to generate visitor traffic, provide permanently anchored
bicycle racks within 200 feet of the visitors’ entrance, readily visible to passers-by, for 5 percent of visitor motorized
vehicle parking capacity, with a minimum of one two-bike capacity rack per CGC 5.106.4.1.

Long-Term bicycle parking. For buildings with 10 or more tenant-occupants, provide secure bicycle parking for5
percent of tenant-occupied motorized vehicle parking capacity, with a minimum of one space per CGC 5.106.4.2.

Changing rooms. For buildings with over 10 tenant-occupants, provide changing/shower facilities in accordance
with Table A5.106.4.3 or document arrangements with nearby changing/shower facilities.

NN

WEATHER RESISTANCE AND MOISTURE MANAGEMENT (CGC 5.407)

Temporary ventilation. The permanent HVAC system shall only be used during construction if necessary to
condition the building within the required temperature range for material and equipment installation. If the HVAC
system is used during construction, use return air filters with a MERV of 8, based on ASHRAE 52.2-1999, or an
average efficiency of 30% based on ASHRAE 52.1-1992. Replace all filters immediately prior to occupancy. (CGC
5.504.1)

Weather protection. Provide a weather-resistant exterior wall and foundation envelope as required by California
Building Code Section 1403.2 and California Energy Code Section 150, manufacturer’s installation instructions or
local ordinance, whichever is more stringent per CGC 5.407 1.

Designated parking for clean air vehicles. Provide designated parking for any combination of low-emitting, fuel-
efficient and carpoolfvan pool vehicles as shown in Table 5.106.5.2. Parking stall marking shall comply with CGC
5.106.5.2.

Moisture control. Employ moisture control measures by the following methods:
Sprinklers. Prevent irrigation spray on structures per CGC 5.407.21.

Entries and openings. Design exterior entries and openings to prevent water intrusion into buildings per CGC
5.407.2.2.

Covering of duct openings and protection of mechanical equipment during construction. At the time of
rough installation or during storage on the construction site and until final startup of the heating, cooling and
ventilating equipment, all duct and other related air distribution compeonent openings shall be covered with tape,
plastic, sheet metal or other methods acceptable to the enforcing agency to reduce the amount of dust or debris
which may enter in the system per CGC 5.504.3.

Ozone depletion and greenhouse gas reductions. Installation of HVAC, refrigeration and fire suppression
equipment shall comply with Sections 5.508.1.1 or 5.508.1.2.

Supermarket refrigerant leak reduction. New commercial refrigeration systems shall comply with Section
5.508.2 when installed in retail food stores 8,000 square feet or more conditioned area, and that utilize either
refrigerated display cases, or walk-in coolers or freezers connected to remote compressor units or condensing
units. The leak reduction measures apply to refrigeration systems containing high-global-warming potential (high-
GWP) refrigerants with a GWP of 150 or greater.

As applicable

As applicable

CONSTRUCTION

[CEVCON
INCORPORATED

m 690 Gibraltar Drive
E ': D ' Milpitas, California 95035

(408)942-8200 Lic. #399163

CONSTRUCTION WASTE REDUCTION, DISPOSAL AND RECYCLING (CGC 5.408)

Electrical vehicle (EV) charging. Provide capability to facilitate future installation of electrical vehicle supply
equipment (EVSE) per Section 5.106.5.3.

Light pollution reduction. Outdoor lighting systems shall be designed and installed to comply with requirements
in the Califarnia Energy Code and in compliance with CGC 5.108.8.

Construction waste diversion. Recycle and/or salvage for reuse a minimum of 65% of the non-hazardous

construction and demolition waste in accordance with Section 5.408.1.1, 5.408.1.2 or 5.408.1.3; or meet a local

construction and demolition waste management ordinance, whichever is more stringent (CGC 5.408.1).
Verification of compliance. A copy of the completed waste management report shall be provided per CGC
5.408.1.4.

1O | Ol

Grading and paving. Construction plans shall indicate how site grading or a drainage system will manage all
surface water flows to keep water from entering buildings. Examples of methods to manage surface water include
those shown in ltems 1-5 per CGC 5.106.10.

[]

Excavated soil and land clearing debris. 100% of trees, stumps, rocks, and associated vegetation and soils
resulting primarily from land clearing shall be reused or recycle per CGC 5.408.3.

BUILDING MAINTENANCE AND OPERATION (CGC 5.410)

WATER EFFICIENCY AND CONSERVATION

INDOOR WATER USE (CGC 5.303)

Meters. Separate submeters or metering devices shall be installed for the uses described in Sections 5.303.1.1
and 5.303.1.2,

Buildings in excess of 50,000 square feet. Separate submeters shall be installed as follows:

1. For each individual leased, rented or other tenant space within the building projected to consume more
than 100 gal/day, including but not limited to, spaces used for laundry or cleaners, restaurant or food
service, medical or dental office, laboratory, or beauty salon or barber shop.

2. Where separate submeters for individual building tenants are unfeasible, for water supplied to the
following subsystem:

a. Makeup water for cocling towers where flow through is greater than 500 gpm.
b. Makeup water for evaporative coolers greater than 6 gpm.
c. Steam and hot-water boilers with energy input more than 500,000 Btu/h.

Excess consumption. A separate submeter or metering device shall be provided for any tenant within a

building that is projected to consume more than 1,000 gal/day.

Recycling by occupants. Provide readily accessible areas that serve the entire building and are identified for the
depositing, storage and collection of nonhazardous materials for recycling per CGC 5.410.1.

Commissioning. For new buildings 10,000 square feet and over, building commissioning for all building
systems covered by T24, Part 6, process systems and renewable energy systems shall be included in the
design and construction processes of the building project. Commissioning requirements shall include items
listed in Section 5.410.2.

Commissioning report. A report of commissioning process activities undertaken through the design and
construction phases of the building project shall be completed and provided to the owner or representative.

Finish material pollutant control. Finish materials shall comply with Sections 5.504.4.1 through 5.504.4.6.

Adhesives, sealants and caulks. Adhesives, sealants and caulks used on the project shall meet the
requirements of the standards listed in CGC 5.504.4.1.

Paints and coatings. Architectural paints and coatings shall comply with Table 5.504.4.3 unless more
stringent local limits apply.
Verification. Verification of compliance with this section shall be provided at the request of the enforcing agency
per CGC 5.504.4.3.2.
Carpet systems. All carpet installed in the building interior shall meet the testing and product requirements
of one of the standards listed in Section 5.504.4.4.

Composite wood products. Hardwood plywood, particleboard and medium density fiberboard composite
wood products used on the interior or exterior of the building shall meet the requirements for formaldehyde
as specified in Table 5.504.4.5.
Verification. Verification of compliance with this section shall be provided by the enforcing agency per CGC
5.504.4.5.3.
Resilient flooring systems. For 80% of floor area receiving resilient flooring, install resilient flooring shall
comply with CGC 5.504.4.6.
Verification. Documentation shall be provided verifying that resilient flooring materials meet the pollutant emission
limits per CGC 5.504.4.6.1.

OO OO

[]

Responsible Designer’s Declaration Statement | Contractor Declaration Statement

| hereby certify that this project has been designed to meet the | | hereby certify, as the builder or installer under permit listed

requirements of the 2016 California Green Building Standards | herein, that this project will be constructed to meet the

Code. reguirements of the California Green Building Standards
Code.

Name: Name:

Signature: Signature:

Date: Date:

Company: License:

Address: Address:

City: State: Zip: City: State: Zip:

Filters. In mechanically ventilated buildings, provide regularly occupied areas of the building with air filtration
media for outside and return air prior to occupancy that provides at least a MERV of 8. MERYV & filters shall be
installed after any flushed-out or testing and prior to occupancy, and recommendations for maintenance with
filters of the same value shall be included in the operation and maintenance manual per CBC 5.504.5.3.

Water conserving plumbing fixtures and fittings. Plumbing fixtures (water closets and urinals) and fittings
(faucets and showerheads) shall comply with the prescriptive reduced flow rates specified in CGC 5.303.3.1
through 5.303.3.3.

L O O

"INBLDGVFINAL\FORMS\InformationaNCGO02 Green Building Commercial Checklist for New Buildings_2016 CGC_11-2016.doc" Page 1 0of 4

9/11/2018 4:18:53 PM

Testing and adjusting. Testing and adjusting of systems shall be required for buildings less than 10,000 square
feet per CGC 5.410.4.

Testing and adjustment report. After completion of testing, adjusting and balancing, provide final report of testing
signed by the individual responsible for performing these services per CGC 5.410.4.4.

Operation and maintenance manual. Provide the building owner with detailed operating and maintenance
instructions and copies of guaranties/warranties for each system prior to final inspection per CBC 5.410.4.5.

Inspections and reports. Include a copy of all inspection verifications and reports required by the enforcing
agency per CGC 5.410.45.1.

O Ooon|

Environmental tobacco smoke (ETS) control. Prohibit smoking within 25 feet of building entries, outdoor air
intakes and operable windows where outdoor areas are provided for smoking and within the building as
already prohibited by other laws, regulations or policies, whichever are more stringent, per CGC 5.504.7.

INDOOR MOISTURE CONTROL (CGC 5.505)

Indoor moisture control. Building shall meet or exceed the provisions of California Building Code, CCR, Title 24,
Part 2, Section 1203 and Chapter 14.1. (CGC 5.505.1)

AIR QUALITY AND EXHAUST (CGC 5.506)

"IN\BLDGVFINALVFORMS\Informationa\CG02 Green Building Commercial Checklist for New Buildings_2016 CGC_11-2016.doc"

Page 2 of 4

Outside air delivery. For mechanically or naturally ventilated spaces in buildings, meet the minimum requirement
of Section 120.1 of the California Energy Code and Chapter 4 if CCR, Title 8 or the applicable local code,
whichever is more stringent, per CGC 5.506.1.

[]
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GENERAL NOTES:

CONTRACTOR SHALL FIELD VERIFY ALL JOB CONDITIONS AND DIMENSIONS. VARIATIONS
THEREOF FROM THE DRAWINGS MUST BE REPORTED TO THE ARCHITECT.

DETAILS INDICATED ON THE DRAWINGS ARE REPRESENTATIVE AND TYPICAL.

ALL ATTACHMENTS AND CONNECTIONS SHALL CONFORM TO BEST PRACTICE AND SHALL
BE THE CONTRACTOR'S RESPONSIBILITY.

THIS DRAWING EMBODIES IDEAS, DESIGNS, ARRANGEMENTS, PLANS AND SPECIFICATIONS
WHICH ARE PROPRIETARY TO DEVCON CONSTRUCTION INC.. AND WHICH WERE DESIGNED,
CREATED, EVOLVED AND DEVELOPED FOR USE SOLELY IN CONNECTION WITH THE
SPECIFIED PROJECT. NO TRANSFER OF ANY RIGHTS THERETO IS INTENDED OR EFFECTED BY
DELIVERY HEREOF, AND EXCEPT UPON THE WRITTEN PERMISSION OF DEVCON
CONSTRUCTION INC.. THE DRAWING IS NOT TO BE DISCLOSED TO OTHERS, REPRODUCED
OR COPIED IN WHOLE OR IN PART, OR USED IN THE FABRICATION OR CONSTRUCTION OF
BUILDINGS, STRUCTURES, FOUNDATIONS, OR ANY PORTIONS THEREOF, FOR OTHER THAN
THE SPECIFIED PROJECT. © DEVCON CONSTRUCTION, INC.
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DEMOLITION KEYNOTES

EXST FENCING TO BE REMOVED

EXST SITE LIGHTING TO BE REMOVED

EXST TENNIS NET AND POSTS TO BE REMOVED
EXST CONCRETE SEATWALL TO BE REMOVED
EXST PAVING AND CURBS TO BE REMOVED
EXST STRIPING / PAINT TO BE REMOVED

EXST LANDSCAPING TO BE REMOVED

EXST BOLLARD(S) TO BE REMOVED

ATHLETIC EXCELLENCE
CENTER

CONSTRUCTION
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(408)942-8200  Lic. #399163
SITE LEGEND

G © © GEEED PROJECT BOUNDARY LINE

ASSUMED PROPERTY LINE

SITE ELEMENT TO BE REMOVED

EXISTING TREE TO REMAIN

EXISTING TREE TO BE REMOVED.

DEMOLITION GENERAL NOTES

1. NOTIFY ARCHITECT OF ANY DISCREPANCIES WITH DRAWINGS PRIOR TO
ORDERING SUPPLIES OR COMMENCING WORK.

2. PROTECT FROM DAMAGE DURING DEMOLITION ALL BUILDINGS, MATERIALS,
EQUIPMENT AND PLANT MATERIAL NOT TO BE REMOVED OR DEMOLISHED.

3. SCHEDULE ALL WORK SO AS TO NOT INTERFERE WITH OWNER'S NORMAL
BUISNESS OPERATIONS. COORDINATE AND SCHEDULE WITH OWNER.

4. REMOVE DEBRIS FROM PREMISES DAILY AND ACCORDING TO BUILDING
MANAGEMENTS REQUIREMENTS.

5. REMOVE (E) VEGETATION AND TREES ONLY AT DISTURBED AREAS, UNLESS
OTHERWISE NOTED.

6. SEE CIVIL DRAWINGS FOR EXISTING SURFACE MATERIALS AND ELEVATIONS.
ALL SURFACE MATERIALS ON SITE TO BE REMOVED INCLUDING CURBS AND
FOUNDATIONS.

7. THE CONTRACTOR SHALL PROVIDE ALL NECESSARY BARRICADES & OTHER
FORMS OF PROTECTION AS REQUIRED TO PROTECT THE OWNER'S PERSONNEL,
OTHER TENANTS, AND GENERAL PUBLIC FROM INJURY DUE TO DEMOLITION
WORK.

8. THE CONTRACTOR SHALL ENSURE THAT DEMOLITION WORK DOES NOT
INTERFERE WITH OR PROHIBIT THE CONTINUING OPERATION OF ADJACENT
OPERATIONS. THE CONTRACTOR SHALL INFORM THE OWNER OF A MINIMUM
OF 72 HOURS OF DEMOLITION ACTIVITIES THAT WILL AFFECT NORMAL
OPERATION OF THE SITE.

9. THE CONTRACTOR SHALL REPAIR ANY / ALL DAMAGES CAUSED TO ADJACENT
FACILTIES BY DEMOLITION WORK.

GENERAL NOTES:

CONTRACTOR SHALL FIELD VERIFY ALL JOB CONDITIONS AND DIMENSIONS. VARIATIONS
THEREOF FROM THE DRAWINGS MUST BE REPORTED TO THE ARCHITECT.

DETAILS INDICATED ON THE DRAWINGS ARE REPRESENTATIVE AND TYPICAL.

ALL ATTACHMENTS AND CONNECTIONS SHALL CONFORM TO BEST PRACTICE AND SHALL
BE THE CONTRACTOR'S RESPONSIBILITY.

THIS DRAWING EMBODIES IDEAS, DESIGNS, ARRANGEMENTS, PLANS AND SPECIFICATIONS
WHICH ARE PROPRIETARY TO DEVCON CONSTRUCTION INC.. AND WHICH WERE DESIGNED,
CREATED, EVOLVED AND DEVELOPED FOR USE SOLELY IN CONNECTION WITH THE
SPECIFIED PROJECT. NO TRANSFER OF ANY RIGHTS THERETO IS INTENDED OR EFFECTED BY
DELIVERY HEREOF, AND EXCEPT UPON THE WRITTEN PERMISSION OF DEVCON
CONSTRUCTION INC.. THE DRAWING IS NOT TO BE DISCLOSED TO OTHERS, REPRODUCED
OR COPIED IN WHOLE OR IN PART, OR USED IN THE FABRICATION OR CONSTRUCTION OF
BUILDINGS, STRUCTURES, FOUNDATIONS, OR ANY PORTIONS THEREOF, FOR OTHER THAN
THE SPECIFIED PROJECT. © DEVCON CONSTRUCTION, INC.
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1. LOT COVERAGE AND LANDSCAPE AREA COMPLIANCE PER MASTER CAMPUS PLAN.

2. PARKING PER MASTER PLAN (STD/HDCP). SANTA CLARA UNIVERSITY TO PROVIDE
THE CITY OF SANTA CLARA A DETAILED PARKING MATRIX FOR THE CAMPUS, IF
REQUIRED.

eannaananEny,

722 2772 7 L 27772 7

%)

LEAVEY CENTER - BLDG 702

TYPE 11-A, FULLY SPRINKLERED

(4 STORIES)
54,662 SQ. FT.

7 ////////

IO

N

GENERAL NOTES:

CONTRACTOR SHALL FIELD VERIFY ALL JOB CONDITIONS AND DIMENSIONS. VARIATIONS
THEREOF FROM THE DRAWINGS MUST BE REPORTED TO THE ARCHITECT.

DETAILS INDICATED ON THE DRAWINGS ARE REPRESENTATIVE AND TYPICAL.

ALL ATTACHMENTS AND CONNECTIONS SHALL CONFORM TO BEST PRACTICE AND SHALL
BE THE CONTRACTOR'S RESPONSIBILITY.

THIS DRAWING EMBODIES IDEAS, DESIGNS, ARRANGEMENTS, PLANS AND SPECIFICATIONS
WHICH ARE PROPRIETARY TO DEVCON CONSTRUCTION INC.. AND WHICH WERE DESIGNED,
CREATED, EVOLVED AND DEVELOPED FOR USE SOLELY IN CONNECTION WITH THE
SPECIFIED PROJECT. NO TRANSFER OF ANY RIGHTS THERETO IS INTENDED OR EFFECTED BY
DELIVERY HEREOF, AND EXCEPT UPON THE WRITTEN PERMISSION OF DEVCON
CONSTRUCTION INC.. THE DRAWING IS NOT TO BE DISCLOSED TO OTHERS, REPRODUCED
OR COPIED IN WHOLE OR IN PART, OR USED IN THE FABRICATION OR CONSTRUCTION OF
BUILDINGS, STRUCTURES, FOUNDATIONS, OR ANY PORTIONS THEREOF, FOR OTHER THAN
THE SPECIFIED PROJECT. © DEVCON CONSTRUCTION, INC.
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GENERAL NOTES:

CONTRACTOR SHALL FIELD VERIFY ALL JOB CONDITIONS AND DIMENSIONS. VARIATIONS
THEREOF FROM THE DRAWINGS MUST BE REPORTED TO THE ARCHITECT.

DETAILS INDICATED ON THE DRAWINGS ARE REPRESENTATIVE AND TYPICAL.

ALL ATTACHMENTS AND CONNECTIONS SHALL CONFORM TO BEST PRACTICE AND SHALL
BE THE CONTRACTOR'S RESPONSIBILITY.
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WALL LEGEND
[W] CONCRETE WALL
12" THICK (TYPICAL)
EXTERIOR WALLS: CEMENT PLASTER FINISH.

INTERIOR WALLS: GYP. BD. FINISH, PAINTED.

GENERAL NOTES:

CONTRACTOR SHALL FIELD VERIFY ALL JOB CONDITIONS AND DIMENSIONS. VARIATIONS
THEREOF FROM THE DRAWINGS MUST BE REPORTED TO THE ARCHITECT.

DETAILS INDICATED ON THE DRAWINGS ARE REPRESENTATIVE AND TYPICAL.
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