DOUBLE CHECK DETECTION ASSEMBLY (DCDA)
(METER, CUBIC READING AND NICOR CONNECTOR)

SEE NOTE 10

@ GATE VALVE, FLANGED, RESILIENT SEAT

GATE VALVE, FLANGED,
RESILIENT SEAT @

FLANGE ADAPTER, F.0.C.

RESTRAINED

@ FLANGE ADAPTER, RESTRAINED

@ » N

WILKINS 450DA (DCDA)
FEBCO LF876V (DCDA)

STD TRAFFIC VALVE
BOX & EXTENSION
(SEE STANDARD NO. 19 & 20)

@ PIPE MARKING TAPE

(RISER. DIP)

FINISHED GRADE
/ — k—/\
@ GATE VALVE, MJ x FLANGED

(3) maceR WRE

CONSTRUCTED & MAINTAINED/
BY DEVELOPER

THRUST BLOCK
(SEE STANDARD NO. 21)

90° BEND, MECHANICALLY RESTRAIN ALL JOINTS
RESTRAINED (SIZE AND LENGTH VARY)

NOTES:

1. ADD DIELECTRIC UNION WHEN TRANSITIONING BETWEEN DISSIMILAR METALS.

2. KEEP METER & BACKFLOW INSTALLATION PLUMB AND LEVEL.

3. NO ADDITIONAL SERVICE CONNECTIONS ALLOWED ON FIRE SERVICE.

4. MECHANICALLY RESTRAIN ALL JOINTS.

5. PROVIDE 5 FEET CLEARANCE AROUND SERVICE ABOVE-GROUND.

6. FIRE DEPARTMENT APPROVAL IS REQUIRED FOR ALL NEW FIRE SERVICES.

7. WATER UTILITY EASEMENT SHALL BE RECORDED 5 FEET AROUND ALL SIDES OF THE DEVICE.

8. IF FIRE DEPARTMENT REQUIRES A TAMPER SWITCH, APPLICANT SHALL SIGN A HOLD HARMLESS

AGREEMENT WITH WATER & SEWER UTILITIES PRIOR TO INSTALLATION.

EXIST. MAIN

TAPPING SLEEVE, FLANGED

(4) TRUST BLOCK
(SEE STANDARD NO. 21)

¢
@ POLYWRAP /

(TAPE THE END TO MAIN, TYP.)

@ NEW MAIN

9. BACKFLOW DEVICE SHALL NOT BLOCK VIEW OF PIV OR FDC, IT SHALL BE OFFSET. TEE MJ X MJ
10. DCDA ASSEMBLY ALLOWED ONLY WITH APPROVAL OF THE WATER AND SEWER UTILITIES DIRECTOR.
Drawn By: DUCL./MITCHELLS. | Signature: CITY OF SANTA CLARA

Checked By: AHMED A./JAMES M.

Approved By: SHILPA M. . /
Director/of

Water and Sewer Utilities

Revised Date: 2/1/2023

WATER AND SEWER UTILITIES - STANDARD NO. 16

4" - 10" FIRE SERVICE ASSEMBLY
( WITH DOUBLE CHECK DETECTION ASSEMBLY )
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City of Santa Clara — Water and Sewer Utilities
Standard No. 16 — 4"-10" Fire Service Assembly (with Double Check Detection Assembly) — Material List
Domestic Products Only.

Updated Date: 2/1/2023

Use 316 stainless steel bolts, flange gasket with EPDM rubber, nuts, and washers for all bolted connections.
Coat above ground fire service shall be painted fire safety red.

Provide 5-foot clearance around service above ground from all structures, objects, landscaping, etc.

Material | Description | Manufacturer | Model
1. Tapping Saddle Flanged with all accessories. Mueller H-615
-Ductile iron, cast iron, or PVC JCM #414
-AC pipe Mueller H-619
JICM #414
2. Pipe Marking Tape Blue. 3” wide, 4 mil, non-detectable.
3. Tracer Wire RHW#12 AWG Solid. Taped to the top of the water
main with 12" minimum slack inside all valve boxes
4. Thrust Block See City Standard No. 21
Tee MJ x MJ. AWWA C-153 ductile iron, cement lined and Tyler Union
zinc coated with stainless steel bolts and gaskets
6. Gate Valve MJ x MJ or MJ x Flanged. AWWA C-515 resilient
seat, epoxy coat inside and out to meet AWWA C-550. Mueller A-2361
Open left with 2 square operating nut. All rubber
components shall be EPDM. M&H Style 7000
7. Polywrap Blue. 8 mil low density or 4 mil high density
polyethylene film installed per AWWA C105
8. Pipe Ductile iron, cement lined and zinc coated, Class PC350 US Pipe
or greater. Protect with polywrap for underground pipe. MecWane Ductile
9. Restraining Gland Joint restraint for use with mechanical joint fittings. US Pipe MIJ Field Lok
Size as specified. (not allowed above ground)
EBAA Megalug Series 1100
KRAUSZ Hymax Grip
10. 90 Degree Bend, restrained AWWA C-153 ductile iron with mechanical joint, Tyler Union with Megalug Restraining gland
cement lined and zinc coated with stainless steel bolts
and gaskets
AWWA C-219, ductile iron, mechanically restrained, KRAUSZ Hymax Grip
fusion bonded epoxy with stainless steel bolts
11. Riser Ductile iron, cement lined and zinc coated, PC350
minimum
12. Traffic Valve Box & Valve Box Tyler Union G5 with lid marked “WATER”
Extension . i . .
(see Standard Detail Nos. ?xtet;smn - 8” PVC SDR 35, single piece cut to proper
19 & 20) ength.
13. Flange Adapter, restrained AWWA C-153 ductile iron, MJ x FLG Tyler Union with Megalug Restraining gland
AWWA C-219, ductile iron, fusion bonded epoxy with KRAUSZ Hymax Grip
stainless steel bolts
14. Double Check Detection | Includes gate valves and bypass (leak detection) Badger Wilkins 450DA
& Assembly & gate valves meter. Provide encoded meter register with Nicor
15. connector. Register shall be compatible with Elster FEBCO LF876V

transmitter. All registers to be facing inlet and provide
cubic feet reading.g. 6 test nipples, 3 - 3/4" x 1/4"
Standard pipe thread and SAE flare brass fittings.
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