SEE NOTE #3
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/ ® 12" FROM BACK OF WALK (FOR A 5 OR WIDER SIDEWALK)

RAINTIGHT METAL CABINET ¥
FOR 1”7 — RECTANGULAR BOX 24”x30"x11"

FOR 2" — ROUND BOX 16"Dx39”

®

COMBINATION AIR RELEASE
/ VACUUM VALVE
100 YEAR FLOODPLAN

@ THREADED BRASS NIPPLE

/ BRASS HOSE BIB, MIP 24" FROM BACK OF WALK (FOR A 4 SIDEWALK)

BRASS TEE (13) —|

1/4" — 1/2" LEAVE | —
GAP AT BOTTOM OF
CABINET (:)COPPER ADAPTOR, SJ X MIP
P
® CURB, GUTTER
|<—12'—24’——| / & SIDEWALK FINISHED GRADE
I ; NG |
T —

@

2" PVC SLEEVE

\@ 2" ANGLE PIPE MARKING TAPE
METER STOP VARIES @

T 2" NIPPLE,
COPPER TYPE “L"

@ 4" COMPACTED ABM

6” THICK CONCRETE PAD TO
MATCH ENCLOSURE DIMENSIONS
WITH ANCHOR BOLTS TO SUIT

2” 90" ELBOW, COPPER SJ @ COPPER PIPE TYPE "K” SOFT
POLYWRAP

(TAPE THE END TO MAIN, TYP.) :
TAPPING SADDLE REQUIRED ON ALL SERVICES @ \

*1. CONTINUOUS POSITIVE SLOPE REQUIRED FOR SERVICE LINE FROM TAP TO EXIST. GRADE (ENCLOSURE). U
2. FOR MAINS 12" AND LARGER, USE 2" COMBINATION AIR RELEASE / VACUUM VALVE ASSEMBLY AND LATERAL.
3. DISCHARGE AND DRAIN MUST FACE DOWNWARD WITH STAINLESS STEEL MESH #20 BUG SCREEN, BODY SCREEN CAN BE PLASTIC. WATER MAIN —/
ALL PARTS LEAD FREE BRASS.
4. FOR RECYCLED WATER PAINT ITEMS @— @ PURPLE (PANTONE 512), ITEMCABINET COLOR PAINT PURPLE INSIDE AND OUTSIDE.
5. AIR RELEASE / VACUUM VALVE TO BE LOCATED AT ALL HIGH POINTS AND PER AWWA REQUIREMENTS.
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City of Santa Clara — Water and Sewer Utilities
Standard No. 24 — 1" and 2 " Combination Air Release / Vacuum Valve — Material List

Domestic Products Only.

Use no lead products for domestic water services.

For potable water, coat above ground water service with Dunn Edwards Paint #0011-0124-06181, Santa Clara Mission Sand, AristoShield High
Gloss

For recycled water, paint items 5 - 9, purple (Pantone 512)

Updated Date: 2/1/2023

Manufacturer Model

Material |

Description

1.

Corporation Stop

Mueller
Ford

1" or 2" AWWA/CC thread inlet x compression outlet

B-25008N
FB-1000-4-G-NL

Tapping Saddle

For PVC C900, bronze saddle, specified pipe size x 1” or 2" Ford
AWWA/CC Tap Mueller
For ductile iron, cast iron, ACP: Double strap bronze, Ford
specified pipe size x 17 AWWA/CC Tap

Mueller

202BS
BR2S

202B

BR2B

Pipe Marking Tape

For potable water, use blue.
For recycled water, use purple.
3” wide, 4 mil, non-detectable.

Copper Tubing

1" ASTM B88, type K soft rolled tubing
2" ASTM BS8S8, type K. Straight lengths. No rolled copper.

Copper Adapter

1" or 2" Adapter, SJ x MIP

Ball Valve

Lead free brass.

1" Mueller
Ford

on Mueller
Ford

B-20200N
B11-444-NL

B-20200N
BI11-777-NL

Nipple

1" or 2" threaded brass

Hose Bib

1" x 3/4" or 2" x 3/4" brass, MIP

Combination Air Release /

Vacuum Valve

Install above 100 year floodplain
1" (20-150 PSI, 3/16" AVO)
2" (20-150 PSL, 1/4" AVO)

Crispin
Crispin

UL10
UL20

10.

Metal Cabinet

Rain tight for outside use.

1" Rectangular Box:

24" wide x 36" high x 12" deep.

2" Rectangular Box:

23" wide x 36" high x 17" deep.

Powder coated Mission Sand color for all applications
(Dunn-Edwards Santa Clara Mission Sand #0011-0124-
06181, AristoShield High Gloss)

For recycled water, paint purple inside and outside box

All Specs Enclosure, Inc.

11.

Concrete Pad

6" thick to match enclosure dimensions with anchor bolts to
suit

12.

Sleeve

2" PVC sleeve

13.

Tee

1" x 3/4" or 2" x 3/4" brass tee

14.

Polywrap

For potable water, use blue.

For recycled water, use purple.

8 mil low density or 4 mil high density polyethylene film
installed per AWWA C105. Tape the end to pipe.

15.

Angle Meter Stop

2" Compression inlet x meter flange outlet with 316 Ford
stainless steel bolt, nuts, and washers. Mueller

BFA43-777W-G-NL
B-24276N

16.

Nipple

2" Type L rigid copper tubing; riser length to suit

17.

2" 90 Degree Elbow

Copper sweat joint or compression 90 fittings
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